	Identification & Risk Assessment of Work carried out on Non-friable Asbestos to meet the requirements of Part 8 of the OH&S (Asbestos) Regulations 2003



Risk assessment must be retained while the assessment is relevant to the activity.  Copies of the risk assessment are readily accessible to any employee who has the potential to be exposed to airborne asbestos fibres and to the health and safety representative for any relevant designated work group.

A generic risk assessment of representative work conducted in the same or similar circumstances at more than one workplace or work areas can be carried out as long as all the risks associated with the activity are taken into account. 
Shaded areas must be completed as required by EPA
	Name:

Company:
	Signature



	Date:
	Location 


	Description of work:

Time taken to remove:

	Description of ACM to be worked on:

	Amount of ACM:
	ACM waste delivered to:


Details of identification Asbestos containing material (ACM)
	Workplace: information from Record of results



	Domestic: assessment of material to be worked on

Identified:





Deemed:

	Condition of ACM?



	Debris or broken ACM present prior to start of work

(Should be cleaned up prior to any work commencing)


Control Measures to prevent generation of dust (airborne asbestos fibre) from work on ACM
	Description:

	Potential for risk to others?
( Yes
( No

	If yes, action required to control risk to others:


Potential for work to cause disturbance of ACM?
	Work to be carried out
	Controls in place to prevent generation of airborne asbestos fibre

	
	

	
	

	
	


To comply with the OH&S Asbestos Regulations 2003, an occupier/employer of a workplace must review and, where necessary, revise the existing asbestos risk assessment when there are any changes in the activity or ACM, requested by an OH&S representative and every 5 years.  This risk assessment must be retained. 
